LAMIERE AL SILICIO A GRANI ORIENTATI

Power core C and H grain oriented electrical steel

Le lamiere ad uso elettrico offrono una serie

di acciai al silicio a grani orientati, dal tipo
convenzionale 0,30 mm fino all'ultrasottile 0,23 mm
ad alta permeabilita, che garantisce un elevato
risparmio energetico attraverso la rifinitura dei
domini elettromagnetici.

L'utilizzo di queste lamiere, prodotte da
Thyssenkrupp Steel, garantisce la qualitd dei nostri
nuclei “C" e toroidali in ottemperanza alle norme
internazionali EN 10107 - IEC 60404 — ASTM ABTS,

The mill line include a complete choice of grain
oriented electrical steel, ranging from conventional
type 0,30 mm to ultra-thin highly permeable 0,23 mm
Power Core H, wich offers ultimate energy savings
following domains refinement.

Using this kind of steel, manufactured by
Thyssenkrupp Steel, the quality of our “C" and
toroidal cores is guaranted on respect of the
NORMA EN 10107 - IEC 60404 - ASTM AB76.

CARATTERISTICHE
Characteristics
Thickness | Maximum core loss at 1,5T| Maximum core loss at 1,7 T| Min. Min. stacking Grade
factor
Standard . r
Spessore Perdite max 1,57 Perdite max 1,7 T JBO0O atlture !
stipam.
G0Hz | B0Hz | 60Hz | 60Hz | S0Hz | S0Hz | GOHz | GOHz
EN10107 | mm | Inch | e | wab | wikg | wib | wikg | wap | wkg | wab | T Power core
M127-235 | 023 | 0009 | 080 | 036 127 | 058 | 167 | 076 | 175 0,845 C127-23
M140-27s | 027 | o011 | 088 | 040 140 | 054 | 184 | 084 | 175 0,050 C 140-27
- M150-30S | 030 | 0012 | 097 | 0.44 150 | 068 | 197 | 089 | 175 0,955 C 150-30
S50Hz | 50Hz | 60Hz | GOHz | 50Hz | 50Hz | 60Hz | GO Hz
IEC60404-8-7  mm | Inch | oo | Win | wkg | wan | wikg | Wb [ wag | wn | T Power core
M127-2385 | 0,23 | 0009 | 080 | 036 | 106 | 048 | 127 | 058 | 165 | 075 | 1,75 0,945 C127-23
M140-2755 | 027 | 0011 | 089 | 040 | 117 |, 053 | 140 | 064 | 185 | 084 | 1,75 0,950 ¢ 140-27
M150-3085 | 030 | 0012 | 097 | 044 | 128 | 058 | 150 | o068 | 198 | 090 | 1,75 0,855 C 150-30
ALTA PERMEABILITA
Power Core H
Thickness | Maximum core loss at 1,7 T| Min. Min. stacking Grade
factor
Standard —"
; attore di
Spessore T J8oo ;
p Perdite max 1,7 80 stipam.
50Hz | 50Hz | BOMHz | BOHz Poweer
EN10107 | mm | dach | W | wan WiKg | wab | T core
M 95-23P | 023 | 0009 | 095 | 043 | 125 | 057 | 1,88 0,945 H (19523
| M103-27P | 027 | 0011 | 103 | 047 | 136 | 062 | 1,88 0,950 H 103-27
M105-30F | 030 | 0012 | 105 | 048 | 138 | 063 | 188 0,855 H 105-30




